L Clean Track ACT8 SYSTEM

(RNX20200226-04)

2020.02.26

4
omorrow



TEL Clean Track ACT8 System

Wafer Specification
Wafer Size 200mm Description PI Coater
Model ACT8 Vintage 2007

System Configuration
Coater

- Nozzle Type : AS2 Nozzle (Vertical Injection Type) x 2 Set

- Pump Type : No Pump. N2 Pressurized Injection

- Resist Delivery : Bottle
- Solvent Delivery : Canister Tank
- Drain : 18 Litter Can
- Rinse Line : 2 Line
Sub Unit
- AC Rack
- T/H (Shinwa)
- Temp Controller (SMC : INR-244-265A0300)
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TEL Clean Track ACT8 System

System Configuration

Coater

- Nozzle Type : AS2 Nozzle (Vertical Injection Type) x 2 Set
- Pump Type : No Pump. N2 Pressurized Injection
- Resist Delivery : Bottle

- Solvent Delivery : Canister Tank

- Drain : 18 Litter Can

- Rinse Line : 2 Line

Sub Unit

- AC Rack

- T/H (Shinwa)

- Temp Controller (SMC : INR-244-265A0300)

* Signal Connection Only. No Water Pump & Water Lines Inside.

Mainframe Size : W: 1570 x D : 2580 x H : 2486
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TEL Clean Track ACT8 System

System Configuration

CS

2-24 Reserve

2-14 Reserve

2-23H.E. L 2-13H.E. L
2-22 Reserve 2-12 Reserve
2-21H.E. L 2-11H.E. L

2-20 Reserve

2-10 Reserve

2-19 Reserve

2-09 Reserve

2-18 Reserve

2-08 Tmstion (TKYS)

2-17 Chill PL (CPL)

2-07 Tmstion (TKYS)

2-16 Reserve

2-06 Reserve

2-15 Chill PL (CPL)

2-05 Chill PL (CPL)

2-0 ARM
2-3 Pol Cot 2-2 Pol Cot
2-1 N.A 2-2 N.A
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RenoNix Major Customer
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Contact

RENONIX

We’re Capable of Most of service for PVD,CVD, ETCH areas.
If you have any inquiry or interest , please feel free to contact us.

RenoNix Co., Ltd

272, Naehyangan-gil, Jeongnam-myeon,
Hwaseong-city, Gyeonggi-do, Korea (445-962)
Tel : +82 31 354 9494

Fax : +82 31 354 9323

Email : renonix@irenonix.com

Website : www.irenonix.com

RenoNix China (Wuxi) Office

53-602 Meiman Garden, New District,
Wuxi, Jiangsu Province, China
HP : +86 137 7115 2844

Email : Alvin.ryoo@irenonix.com

renonix@163.com

Website : www.irenonix.com
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